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W DAYLIGHT

PRIME
LED FLOODLIGHT

PIR SENSOR

2KV - 4kV SURGE PROTECTION = WORKING TEMP. -20° - +50°

FEATURES:
- PIR Sensor-Presence detection
Die Cast Aluminium Body
Toughened Tempered Glass
Surge Protected up to 4Kv
Large Voltage Operating Range 185v — 265v
Operating Temperature -20° - +50°

PORT ELIZABETH CAPE TOWN DURBAN JOHANNESBURG BLOEMFONTEIN
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*See product warranty terms and conditions at https://daylight.co.za/warranty-terms-and-conditions/
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W DAYLIGHT

LED FLOODLIGHT

PIR SENSOR

2kV - 4kV SURGE PROTECTION | WORKING TEMP. -20° - +50°

PRODUCT PRODUCT CODE POWER IP LUMENS FLUX FITTING SIZE PRg':'JggTEION
9 DLFLS10 10w 65 1100Im 108"44™136mm 2Kv
9 DLFLS20 20W 65 2200Im 126"44*151mm 2Kv
g DLFLS30 30W 65 3300Im 162*44"179mm 4Kv
g DLFLS50 50W 65 5500Im 195"44*206mm 4Kv

Smart and sensitive detector settings Angle of PIR

SENS: Adjusts the sensitivity of the sensor @ AN
to the human body. Detection distance: up

to 8 meters (26 feet).

LUX: switch to "SUN", the sensor works 24
hours a day; to “moon”, the sensor only
works at night.

Mounting

Height

Time: Set the light duration from 12 sec- Hold

onds to 420 seconds. “+' For 7min,
"~ for 12s.

Detection range: up and down rotation
0-90°, angle 120-180°0r so.

EFFICIENCY Ra (CRI) Voltage ANGLE KELVIN TEMP
110Im/w =70 >0.9 185-265 120° 6500K
50/60Hz (daylight)
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