
FEATURES:
•	 Suitable for coastal installations.
•	 LM6 Aluminium Spigot base.
•	 Ingress Protection IP66.
•	 10kV Surge protection.
•	 Injection moulded UV stabilised clear conical diffuser.
•	 Philips LED

APPLICATIONS:
•	 Residential area
•	 Shopping areas
•	 Public spaces
•	 Car parks
•	 Pedestrian areas

MATERIALS AND FINISH:
•	 High pressure die-cast 

aluminium spigot.

•	 Aluminium reflector.

•	 High impact acrylis conical 
diffuser bowl.

•	 High impact glass filled nylon 
top cover.

•	 All external screws are 	
stainless steel.

LIGHT DISTRIBUTION:

LM6 ALUMINIUM SPIGOT BASE 10kV SURGE PROTECTION

PREMIER
P1 LED POST TOP

PREMIER 5 YEAR
WARRANTY

IEC RoHS NRCS

510MM

230MM

430MM

76MM ∅

127MM ∅
ACCESS DOOR

CABLE ENTRY

MOUNTING HEIGHT
3-5 METRES

*See product warranty terms and conditions at https://daylight.co.za/warranty-terms-and-conditions/
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EFFICIENCY
110 - 150lm/w

Ra (CRI)
>80

PF
>0.90

IP RATING
IP66

Lamp 
Configuration Lifetime Hours Lumens Kelvin CRI IP Fitting Size 

(Dia*Height) Spigot

Integrated LED: 

40w - 55w 50000 4110 - 8452
3000k
4000k
5700k

80 66 510mm*1430mm 76mm

LM6 ALUMINIUM SPIGOT BASE 10kV SURGE PROTECTION

Voltage
220-240v
50-60hz

*See product warranty terms and conditions at https://daylight.co.za/warranty-terms-and-conditions/
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